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Talo Linear Suspension
By Artemide

BULB NOT INCLUDED . . . . . . . . . . 1 x T5HO/T5 Bipin/54W/120V Fluorescent

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 63"L x 48"W x 3"H x 2.75"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silver

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Talo Linear Suspension features a body in
extruded aluminum with a White or Silver Grey
finish and a thermoplastic resin canopy. Lower
diffuser in opal polycarbonate. Available in five
sizes. Talo 90: One 39 watt 120 volt G5/T5 HO
fluorescent bulb is required, but not included.
Talo 120: One 54 watt 120 volt G5/T5 HO
fluorescent bulb is required, but not included.
Talo 150: One 80 watt 120 volt G5/T5 HO
fluorescent bulb is required, but not included.
Talo 180: Two 39 watt 120 volt G5/T5 HO
fluorescent bulbs are required, but not included.
Talo 240: Two 54 watt 120 volt G5/T5 HO
fluorescent bulbs are required, but not included.
36/48/60/71/95 inch width x 3 inch height x 63
inch maximum length. Direct/indirect light
distribution. ETL listed.

Notes:

https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


