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319-0015 Constant Voltage 10W LED Driver
By Raise Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 0.88"L x 2.21"W x 1.38"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Constant voltage LED driver, 10W, 12V and 120VAC
is one of the smallest in the industry and can be
used to drive high power LED's such as 1W, 3W or
5W or clusters of low power 3mm, 5mm or 8mm
LED's an any combination of high and low power
LED's. Fits into a junction box, inherent short
circuit protection, overload protection, output
over voltage protection, isolated output for
additional safety and designed for indoor or
outdoor applications. Meets UL1838 requirements
for landscape lighting and NEC 411 code and UL
2108 for low-voltage lighting.2.205W x 1.378H x
.882L.
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