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990 4 Inch Pinhole Downlight Trim
By Halo

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Pinhole

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.750"

Technical Information

1 x R20/Medium (E26)/50W/120V Incandescent

1 x R16/Medium (E26)/40W/120V Incandescent

OTHER BULB OPTIONS . . . . . . 1 x A19/Medium (E26)/40W/120V Incandescent

BULB NOT INCLUDED . . . . . . . . 1 x PAR20/Medium (E26)/50W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.06"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

990 4 inch pinhole downlight trim features a die
cast trim ring and three cat's paw springs to
secure the trim to the housing. Available in white,
satin nickel or tuscan bronze. For use with
H99TAT or H99RTAT housings. One 40 watt A19,
40 watt R16, 50 watt PAR20 or 50 watt R20 for ues
with H99TAT and H99RTAT housings, lamp not
included.
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