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E3PIN 1.25 Inch Adjustable Pinhole Trim
By Iris

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Pinhole

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.250"

Technical Information

OTHER BULB OPTIONS . . . . . . . . . . . . . . . MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . . MR16/GU5.3 (bipin)/75W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.13"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

1.25 inch adjustable pinhole trim for 75W
maximum low voltage MR16 halogen lamps.
Provides up to 45 degrees of lamp tilt depending
on housing platform. Available in white die-cast
with black occulus, white with white occulus,
polished aluminum with black occulus, satin
aluminum with black occulus and raw die-cast
with black occulus. P3MR or PN3MR platform
(housing) is required to create a full fixture.
Aperture is 1.25 inches. Overall diameter is 5.13
inches.
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