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XP Scope Pendant
By Besa Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB INCLUDED . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.4"W x 4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . Transparent Olive / Frost

Specifications

Description

XP Quick Connect Scope Pendant mini pendant
features a compact cylinder of handcrafted glass
available in Transparent/Frosted Amethyst with a
Satin Nickel finish. Includes one 50 watt 12 volt
shielded GU5.3 MR16 halogen lamp. UL listed.
Suitable for indoor damp locations. Includes 10
foot field adjustable coaxial cable, decorative
sleeve at socketholder, and quick connect jack.
Canopy options available, sold separately. 2.4 inch
diameter x 4 inch height.
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