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Bubble Ball 9 Light Round Halogen Multi-Light Pendant
By PureEdge Lighting

BULB INCLUDED . . . . . . . . . . . . . . . 9 x T3/G4 (bipin)/20W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 120"L x 15.75"W

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

Bubble Ball 9 light suspension features a 16 inch
round 9-port fast jack canopy that mounts to a
standard 4 inch electrical box with plaster ring, or
to an octagon box. Includes three anchors for
additional support. Bubble Ball crystal balls
available in Clear with a Satin Nickel finish.
Includes nine 20 watt 12 volt G4 halogen bi-pin
lamps. Maximum 20 watt load per port for a total
of 180 watts. Available with 10 feet of field-
cuttable coaxial cable length and includes nine
FJ-MCH heavy duty male connectors. Order
fixture based on longest desired cable length.
Dimmable with a low voltage electronic dimmer.
ETL listed. General light distribution. 15.75 inch
diameter x 1.8 inch height canopy. Fixture weight:
53 pounds.
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