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Low Voltage 3IN Premium Adjustable Trim
By WAC Lighting

OTHER BULB OPTIONS . . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/12V LED

BULB NOT INCLUDED . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/50W/12V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 0.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

3 inch adjustable gimbal ring for use with HR-300
series low voltage downlight housings. Gimbal
ring style trims provide the best adjustability and
performance from a recessed unit. Allows pivot
adjustment of 25 degrees and 350 degree
rotation.Finish available in black, brushed nickel
and white. The supplied clear glass lens can be
replaced with one lens accessory such as a
colored dichroic lens, UV filter lens, frosted lens,
etc., sold separately. For use with housings
HR-302E, HR302M, HR-301E and HR-301M (all sold
separately). A complete fixture consists of
housing, trim and lamps, all sold separately. One
50 watt, 12 volt, MR16 bi-pin halogen lamnp not
included. Directional light distribution. UL and c/
UL listed. 4.5 inch diameter.
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