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Vivid LED MR16 GU5.312.2W 12V 36 Deg 3000K 95CRI

By Soraa

Description

Vivid 12.2 Watt LED MRI16 from Soraa with 20, 25 or 36
degree beam angle in 2700K or 3000K color
temperature provides an LED solution for a halogen
replacement. Equivalent to a 40 watt halogen. With a
CRI of 95, rich saturated color rendering and excellent
color stability, the Vivid lamp is a great choice for
demanding display applications. Saves over 75% of
energy compared to standard halogen lamps. LED
retrofit lamp to replace 12 volt MR16 halogen lamps in
recessed downlights, track lighting, and other indoor
applications. Works with magnetic and electronic
transformers and dimmers. Lifetime of 35,000 hours.
Also available in 8.8 watt and 10.4 watt with 14 degree
beam angle in 2700K or 3000K, 95CRI, as well as 9.5 watt
with 20, 25 and 36 degree beam angle in 2700K or
3000K, 95CRI. UL listed for dry locations.A
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Specifications

COLOR . . v ottt e N/A
BODY FINISH . . . . . o o N/A
WATTAGE . . . . o o oo o 122w
DIMMER . . . . . oo Dimmable
DIMENSIONS . . . . . . . . o 1.96"W x 1.86"H
BULB . . . . . . . 1x MR16/GUS5.3 (bipin)/12.2W/12V LED

Technical Information

LAMPLIFE . . . . . 25000 hours
CENTERBEAMCBCP . . . . . . . . . . .. oot 1075 candlepower
BEAMANGLE . . . . . . . . 36°
COLORRENDERING . . . . . . .o v vt e e e e 95 CRI
LAMP COLOR . .« v v v v vttt e s 3000K
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