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PS-60W-12VDC 60 Watt 12 Volt DC Power Supply
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12-28V / 24A Direct voltage controlled LED driver

FLEXIBLE FIELD CUTTABLE LED STRIP.  3.4W PER FOOT
16 FOOT STRIP WITH 140 DEGREE VIEWING ANGLE

PS-60-12VDC
60 WATT 12VDC LED POWER SUPPY
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AN OPTIONAL LINE VOLTAGE 
SWITCH MAY BE ADDED TO 
PROVIDE A SERVICE SHUTOFF 
FOR POWER SUPPY

100-240VAC

PS-60W-12VDC

1.5"
(3.8cm)

60W  60 Watt

PS
PS Power Supply

Product

– 60W
Wattage

12VDC–

Voltage

12VDC 12 Volt DC

Description:  
LED power supplies transform and regulate power from a line voltage 
power source into low voltage power for use with LED lighting.   
The PS-60W-12VDC power supply accepts input voltage ranging from 
100-240 volts AC and outputs 12 volt DC power up to 60 watts. 

Applications:  
Indoor or Outdoor

Power Input:  
100-240VAC, 50/60Hz  

Power Output: 
12 volts DC 5A 60 watt maximum

Dimensions: 
8.25” x 2.35” x 1.5”
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